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Centre Pivoted -  Double or Single Acting

M6

M5

M4

2-4 Power Adjustment

 Model/Unit EN Size Max. weight kg Max. door width Max. opening angle

  TS 8002 2 70 850mm 130º

 

 TS 8003 3 105 950mm 130º

 TS 8004 4 150 1100mm 130º
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318mm (127/16”)

9mm (3/8”)

C/S for M6
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78mm (31/16”)

M5 Screws

M6

M5 Screws, 
washers & nuts

Clearance
3mm (1/8”)

TURN CLOCKWISE FOR SLOWER SPEED
ANTI-CLOCKWISE FOR FASTER SPEED

1. CLOSING RANGE
2. LATCHING RANGE

Pivot Point

14mm (9/16”)

18mm (11/16”)

62mm (27/16”)

TOP OF DOOR

C/S for M4
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70mm (23/4”)

255mm (10”) 18mm (11/16”)
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Hinge Jamb 

Jamb 

1

Side-Load Top 
Arm and Channel 

3

Bottom
Pivot Assembly

Closing Speed Adjustment
DOOR SWING

4

Transom/Header Bar
70mm Pivot Point
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216mm (81/2”)
283mm (111/8”)

4mm (3/16”)

4mm (3/16”)

149mm (57/8”)
82mm (33/16”)

15mm (5/8”)
45mm (13/4”)

93mm (35/8”)

39mm
 (11/2”)

67.7mm
 (25/8”)

Jamb 

52mm (21/16”)

70mm (23/4”)

Jamb 

98.5mm (37/8”)121mm (43/4”)143mm (55/8”)
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